Kirisun  PT3600  Introduction Special Pricing - $159.00
Includes: Radio, Snap-on Belt Clip, Antenna, Battery, Drop-in Charger


   2 year Parts and Labor Warranty
	General Specifications

	Frequency Range 
	136-174MHz 400-470MHz

	Channel Spacing
	12.5KHz/25KHz

	Power Supply
	7.5V DC ±20%

	Operating Temperature
	-25℃~ + 55℃

	Number of Channels
	16

	Dimensions: H x W x D(inches) 
	4.3 in.× 2.2 in.×1.3 in.

	Weight: (ounces) 
	7.4 ozs. 

	Battery 
	1300mAh

	Sealing:
	MIL STD 810 C/D/E and TIA/EIA 603 
Withstands rain testing per MIL STD 810 C/D/E and TIA/EIA 603/IP54

	Shock and Vibration:
	MIL STD 810 C/D/E and TIA/EIA 603 
Protection provided via impact resistant housing exceeding MIL STD 810 C/D/E and TIA/EIA 603/IP54

	Dust and Humidity:
	IP54


	Receiver Specifications 

	Frequencies
	136~174MHz,400~470MHz,450~520MHz, 350~400MHz

	Sensitivity(12 dB SINAD)EIA
	.28μV@12.5KHz, .25 μV@20/25KHz typical

	Intermodulation EIA
	65 dB

	Adjacent Channel Selectivity
	60 dB@12.5KHz, 70 dB@20/25KHz

	Spurious Rejection
	70 dB

	Rated Audio
	1 W 

	Audio Distortion @ Rated Audio
	5%

	Audio Response (300-3000Hz)
	+1 ~ -3 dB

	Conducted Spurious Emission
	-50 dBm<1 GHz, -47 dBm>1GHz 

	
	

	Transmitter Specifications 

	Frequencies
	136~174MHz,400~470MHz

	Frequency Stability(-25 to 55, 25 Ref)
	2.5ppm

	Power Output
	1~4W UHF/5W VHF

	Modulation Limiting
	±2.5KHz@12.5KHz, ±4KHz@20KHz, ±5KHz@25KHz

	FM Hum & Noise
	-40dB@25KHz，-35dB@12.5KHz

	Conducted/Radiated Emission
	-36dBm < 1GHz, -30dBm > 1GHz

	Adjacent Channel Power
	-60dB @ 12.5KHz, -70dB @ 20/25KHz, 

	Audio Response (300-3000Hz)
	+1 ~ -3 dB

	Audio Distortion
	< 5%


